6EH7 


Semiremote-Cutoff Pentode 


9-PIN MINIATURE TYPE 
GENERAL DATA 


Electrical: 


Heater Characteristics and Ratinas (Design-Center Values): 
Voltage (AC or DC). ALD x 6.3 + 0.6 volts 
Current at heater vol Its 3 oe - . +. 0.300 amp 
Peak heater-cathode vol tage: 

Heater negative with 


respect to cathode. ........, 150 max. volts 
Heater positive with 
respect to cathode. ... PENY 150 max. volts 
Direct Interelectrode Capaci tances: a 
Grid No.1 to plate. .. . . . 0.005 max. put 


Grid No.1 to cathode, grid No.3, 

grid No.2, internal shield, 

and heater... . 1... ee ee eee 9 put 
Plate to cathode, grid No.3, 

grid No.2, internal shield, 


and. heater. s os 6 40% soa 2 a Rs r 4 3 put 
Characteristics, Class Ay Amplifier: 
Plate Voltage. ....... eS 200 volts 
Grid No.3... se Agin Ae mi Basics Connected to cathode at Rey 
Grid—No.2 Vol tage etapa adem A Gt, aE ah 90 volts 
Grid-No.1 Voltage... se sca . eoe a -2 volts 
Plate Resistance (Approx.).......0.. 0.5 megohm 
Transconductance. . . soa aaa aa a + 12500 pmhos 
Plate Current iog nd. Boe Se ok a a 12 ma 
Grid-No.2 Current a.. aoaaa aaa a 4.5 ma 
Mechanical: 
Operating Position. ...... a a’ . . . Any 
Type of Cathode... ates Oe Mh Ce. Bee ha os | Coated Uni potential 
Maximum Overall Length. gc = agente Sh cowl ae ETB AB 2" 
Maximum Seated Length . . wee 2-9/32" 
Length, Base Seat to Bulb b Tor (Excluding tip). ke 25/32" + 3/32" 
Diameter. . . . . 0.750" to 0.875" 
Bulb. 2... 2. .. . .16-1/2 
Base. .. EN Sreli- “Button Noval 9- Pin (JEDEC No. 9-1) 
Basing Designation for BOTTOM VIEW. ... wong ee a a BAN 


Pin 1- Cathode 
Pin 2-—Grid No.1 
Pin 3- Cathode 
Pin 4- Heater 
Pin 5-—Heater 


Pin 6- Interna} 
Shield 

Pin 7- Plate 

Pin 8-Grid No.2 

Pin 9-Grid No.3 
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6EH7 


AMPLIFIER — Class Ay 
Maximum Ratings, Design-Center Values: 


PLATE SUPPLY VOLTAGE. 
PLATE VOLTAGE . 


GRID No.3 (SUPPRESSOR GRID) 


GRID No.2 (SCREEN-GRID) 
GRtD-No.2 VOLTAGE . : 
CATHODE CURRENT . 
GRID-No.2 INPUT... 
PLATE DISSIPATION . 


Typical Operation: 

Plate Voltage . 

Grid No.3... .. 2... 
Grid-No.2 Supply Voltage. 


Grid-No.2 Series Resistor . 


Grid-No.1 Voltage . 

Transconductance. .... 

RMS Grid-No.1 Voltage for 
cross—madulation factor 
= 0.01. 


Maximum Circuit Values: 


Grid-No.i-Circuit Resistance. 


a without external shield. 


550 max. 
ae 250 max. 

. . Connect to cathode at 
SUPPLY VOLTAGE. 550 max. 
EENAA 250 max. 

: 20 max. 

. 0.65 max. 

2.5 max. 
200 200 200 200 
Connected to cathode at 
200 200 200 200 
22000 22000 22000 22000 
. -19.5 -9.5 -6.5 -2 
125 625 1250 12500 

450 160 100 - 
1 max. 


volts 
volts 
socket 
volts 
volts 
ma 
watt 
watts 


volts 
socket 
volts 
ohms 
volts 
pmhos 


mv 


meagobm 
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